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SUMMARY

The properties of EME alloy in the form of contour-forged discs for
the rotors of gas turbines were studied. The investigation was part of
a series of such investigations underteken because the properties of
promising alloys are dependent to a considersble extent on the conditions
of fabrication, and the size and shape of the rotor discs introduced
fabrication procedures for which information was not available.

The Midvale Company developed EME, which is a 19Cr-12Ni-3W-1Cb alloy.
Studies by this company indicated that the alloy had suitable Properties,
rarticularly good forging characteristics and improved center quality in
contour forgings, for large-size rotor discs. A number of discs were
prepared from the alloy for experimental purposes. One was studied at
the University of Michigen for the NACA. Additional date obtained by.

The Midvale Company and the General Electric Company are included in this
report.

The disce tested in the original program were prepared early in the
development of the alloy when sufficient experience had probebly not been
obtalned to control forging conditions properly. Consequently, the disc

tested was found to have low strength at 1200° F and scmewhat low strength
at room tempersture. A simllar disc tested by the General Electric Company
had better properties, particularly at room temperature, but still had

low properties at 1200° F in comparison with the properties of bar stock
of the alloy and with similar forgings of-other alloys. A disc subse-
quently prepared by The Midvale Compeny on the basis of more experience
with the alloy had excellent properties at room temperature , particularly
at the center of the disc.

The properties reported for the discs of EME alloy should not be
considered as typical. They probably represent what could have happened
to any alloy because of an unfortunate choice of forging conditions
during early development. It is important to recognize that the reported
results 1llustrate the importance of controlling the treatment of an alloy
if the good properties of experimentel bar stock are to be duplicated in
commercial shapes. )
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Sufficlent metallurgical experience and data were not available to
determine the exact cause of the low strength of the discs. The optimum
conditions of temperature and degrees of reductlion for good properties

at 1200° F were not maintained during forging. Probably these conditions
interfered with preciplitation reactions believed necessary for good
strength at high temperatures. There was some evidence of variable and
insufficient hot-cold-work for good strength.

INTRODUCTION

The EME alloy was developed for high-temperature service by The Mid-
vale Company. It is an iron-base alloy with an analysis of 19 percent
chromium, 12 percent nickel, 3 percent tungsten, and 1 percent columbium.
Preliminary studies by The Midvale Company of the properties of EME alloy
In the form of bar stock indicated that the alloy had possibllities for
suitable service as rotors for the gas turbines of Jet engines for air-
craft. For this reason contour disc forgings were memufactured for
experimental purposes. One-half of one of these forgings was submitted
for study at the University of Michigan for the NACA.

Since alloys of this type depend to a large extent on the processing
conditions, especially temperatures of forging and hot-cold-work, for

. their optimm properties up to 1200° F, the disc was prepared in the .

as-forged and hot-cold-worked condition. The principal objects of this
Investigation were to determine the level of properties developed in the
type and size of disc actually used in service, to relate these properties
to those of EME bar stock, and to evaluate 'b'he alloy on the basls of a
comparison of its properties with those of similar discs of other alloys.

The propertles of the disc were determined at room temperature and
1200° F. These are the two temperatures at which materials must possess
satisfactory properties to meet the requirements of performance as rotor
disce in current Jet engines.

The disc of EME alloy is one of a series of dlscs of various alloys
which are being studied. The results obtalned from investigations on
large discs of 19-9DL, CSA, low-carbon N-155, and Timken alloys are glven
in references 1 to T. ) '

This work was conducted at the University of Michigan under the
sponsorship and with the financial assistance of the National Advisory
Committee for Aeronmautics.




NACA TN No. 153k 3
DESCRIPTION OF DISC
The available 1nfomé.tion concerning the disc of EME allny is
summarized as. follows:
Manufacturer:
The Midvale Company, Philadelphia, Pennsylvania
Heat number:
H-4819
Chemical composition:
The reported chemical composition of the d:isc together with the
preferred limits of analyses was reported to be the following
percentages by the manufacturer:
¢ M s P & ¢ ® ¥ G X

_ Disc 0.12 0.48 0.73 0.015 0.028 19.72 11.60 3.38 1.30 0.127

0.12 0.40 0.40 18.75 11.50 3.00 0.85 0.10
Range to . to t0  meees ~eee- to to to to to
0.17 0.60 0.60 19.75 12.50 3.50 1.25 0.20

Fabrication procedure:

The forging was made from a 2600-pound, 17-inch-diameter ingot which
wes cast from an arc-type basic electric furnace. The ingot wes

reduced to a loil'I-inch-diameter billet and upset first under a press

and then under a hammer to the dimensions shown in figure 1. Hot-
Porging was from 2050° to 2100° F, finishing at about 1700° F. The
disc was hot-cold-worked by forging at 1240° F. The disc was then

given a stress-relief ammeal of U hours at 1200° F and air-cooled.
One-half of the disc was supplied by The Midvale Compeny In cooper-
ation with the General Electric Company.

Comments:

This disc was made during the early stages of the development of the
alloy when work was being done solely to study the relative forgea-
bility of the alloy. Subsequently work wes undertaken to fix the
optinmm composition of the alloy and to develop the forglng tech-
nique which would produce the most favorable mechanical properties
both at room and -elevated temperatures.
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EXPERTMENTAL PROCEDURE

£

The following testing program for the one-half section of the disc
of EME alloy was decided upon:

(1) Tensile tests at room temperature and 1200° F°
(2) Rupture tests at 1200° F

(3) Creep tests of 1000-hour duration at 1200° F under stresses of
17,500 psi and 20,000 psi

(4) Hardness, tensile, and rupture tests to show the wmiformity of
the disc material

(5) Stability tests on specimens after testing

The major emphasis was placed on the properties of radial specimens
from near the rims of discs because the rim is heated to the highest
temperature during service.

Data on stress and time for total deformstlon were obtained from the
elongation curves from rupture and creep tests. There is little of this
type of data for the EME disc, however, because the low strength of the
disc did not warrant more than a limlted number of creep tests.

Stabllity characteristics were estimated by hardness, tensile, and
impact tests and metallographic examination on the specimens after creep
end rupture testing.

In order to supplement the data obtained from the testing program,
data on EME alloy reported by the General Electric Company and The Mid-
vale Company laboratories have been included in this report.

The necessary test specimens were obtained from coupons cut from the
disc as shown in figure 1. This drawing shows the locatlon of the
specimens and an identifying code. In this code X, Y, and Z refer to the
locations of the coupons with respect to the faces of the disc. Temsile
end creep tests were conducted on standard 0.505-inch-dlsmeter speclmens.
The specimens for rupture tests were 0.160 inch in diamester and were
obtained from locations in the large coupons as indicated by the dashed
lines in the drawing of figure 1.

RESULTS
Hardness Surveys

The principal Brinell hardness range for the disc of EME alloy was
230 to 250, although some of the values were outside this range as is
seen In figure 2 and table I. There appeared to be a soft spot in the
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center of the disc near the stub shaft. In gensral the disc tended to be
harder near the rim than near the center and near the two flat surfaces
than in the interior.

Short-Time Tensile Properties

The tensile properties at room temperature and 1200° F are summa-
rized in table I. The tensile stremgth and 0.02-percent-offset yield
strength of radial specimens near the rim of the disc were approximately
112,500 and 74,000 psi, respectively, and ductility was 22 percent
elongation in 2 inches &t room temperature. The tensile strength and

" 0.2-percent-offset yleld strength of rim material at 1200° F were about
70,000 and 63,000 psi, respectively, with a ductility of approximately
20 percent.

The temsile properties of spscimens from various locations neaxr the
rim of the disc were quite uniform. However, the tensile properties of
the specimens from near the center of the disc where the soft spots
existed were low. Tenslle stremgth at room temperature was as low as
9#,000 Psl with an elongation of 7 percent. Corresponding difference
were observed in tensile properties at 1200° F. .

Rupture Test Characteristics

The rupture test data obtained at 1200° F are given in table II.
These data are plotted to the usual double-logaritimic coordinstes to
give the curves of stress agalnst rupture time (fig. 3). The rupture
strength of specimens taken radially from the center of the disc near
the rim for definite time periods, indicated by figure 3, are included
in table IT together with the. estimated ductilities to fracture. The
rupture strengths were 36,000 and 24,500 psi for rupture in 100 and
1000 hours. The ductility to fracture was approximately 2 percent at
both time periods.

Figure 3 also includes a rupture curve drawn through rupture test
points obtained for a similar disc of EME alloy by the General Electric
Company. It is noted that their disc had higher rupture strengths than
the disc tested at the University of Michigan. .

Rupture specimens from various locations in the disc were tested
for uniformity at a stress which was expected to cause fracture in
approximately 100 hours. Rupbture times varying from 77 to 429 hours for
gpecimens from the five locations listed in table IT indicate that the
disc material was not very uniform as measured by the rupture test.
Rupture test ductilitlies of the specimens from the various locations were
about the same as the ductilities of center-plane radial specimens with
the exception of the specimen from midway between the center and rim of
the disc which showed relatively high elongation.
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Tims-Deformation Characterlistics

Curves of stress against the logarithm of the time required for
total deformations of 0.1, 0.2, 0.5, and 1 percent at 1200° F for the
disc are shown in figure fl- Curves for rupture time and for the transi-
tion to third-stage creep. have been added in figure 4 in order to
describe completely the deformation characteristics of the disc. The
data for figure It are summarized in table IIT and were taken from the
time-elongation curves obtained from the creep amd rupture tests.

The tests conducted were insufficient to establish completely the
total-deformation characteristics. Higher deformations than 1 percent
were not reported because the total deformatlons of the specimens were
only 1 to 3 percent. As a result of this low total deformation, transi-
tion to third-stage creep occurred prior to the time to reach a total
deformation of 1 percent. The data were quite erratic 'and indicate that
the specimens cut from various locatlons differ in thelr deformation
characteristics, particularly during first-stage creep. These variations
in deformetion during first-stage creep may have been the result of the
stresses being above the proportional limit for the material.

Egtimated stresses to cause varlous total deformations in 1, 10,
100, 1000, and 2000 hours, as,defined by the curves of figure L4, are given
in ta’ble IV‘.

Creep Strengths

Data teken from the time-elongation curves for creep tests, including
total deformations in 100, 500, and 1000 hours and creep rates at 500 and
1000 hours, are shown in table V. Minimm creep rates from the rupture
tests and the 1000-hour rates.from the creep tests are plotted against
stress on double-logarithmic coordinstes in figure 5. A creep strength
of 16,000 psl for a rate of 0.0001 percent per hour was obtalned for the
disc.

Extrapolation of the tramsition curve of figure 4 indicates that
third-stage creep would not be expected before 10,000 hours umder the
stress to cause & creep rate of 0.0001 percent per hour. However, extra-
polation of the curve of stress against rupture time shows that the
10,000 -hour rupture strength is only 17,000 psi. The creep strength
therefore is not a particularly safe design stress for 10,000~-hour service
because it is so close to the rupture strength. .

Stability Characteristics

The effects of creep and rupbure testing at 1200° F on the room-
temperature physical properties, the magnetic susceptibility, and the
microstructure of the EME alloy disc were used to evaluate the stability
characteristics of this material.
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The major change in phyéical properties was the marked decrease in

impact strength during creep testing at 1200° F as is shown by the test
data in table VI. The ‘tensile and yleld strengths may have decreased
s8lightly although this 1s difficult to establish because of variability
of specimens from such a large forging. Qualitative tests with a magnet
indicated that the original material had very little ferromagnetism and

that during rupture testing at 1200° ¥ the magnetic response of the
material Increased.

/

Photomicrographs of the original material and of specimens after
completion of creep and rupture tests are shown in figures 6 and 7. The
graln size varied from 4 to 7, being larger near the center of the disc
then near the rim. There was a marked difference in the amounts and
types of excess constituents present in the structure at various posi-
tions. (See fig. 6.) At least two types of excess constituents were
present in the original structure. The dark etched areas in the photo-
micrograph at a 100-dlameter megnification of the center of the disc
represent one type and the lighter etched areas of excess constituents s
the other. The bottom half of the picture at a 1000-dismeter megni-
fication shows the first type and the top helf, the other type. More and
larger areas of excess constituents were present near the center of the
disc than near the rim. These excess constituents formed e nearly
continuous network near the- center.

Some precipitation of fine particles occurred in the structure of
the disc during creep and rupture testing at 1200° F. (See fig. 7.) It
will also be observed that the structure of the creep specimen was quite
simllar to the center microstructure shown in figure 6, except that the
network of excess comstituents had been broken up somewhat. The 1200° F
rupture specimen was finer grained, had fewer excess constituents than
the creep specimen, and was more similar to the original microstructure
near the rim.

Date from Tests in Other Laboratories

Dgta from The Midvale Company laboratories on several heats of bar
stock, in which the EME alloy composition was varied slightly from heat
to heat, are given in table VII. The bar stock was forged, rolled down
to a temperature of 1350° ¥, and stress-relieved. The most outstanding
Properties of these heats were obtained from materials with compositions
very simllar to that of heat H-1|-819 from which the dlsc tested for this
report was made. Hardness, temsile, rupturs, and ductilif{y properties of
the bar stock were higher than that of the disc. Strengths for rupture

time periods of 1000 hours at 1200° F ranged from 39,000 to 43,000 psi
with corresponding ductilities of 5 to 10 percent.

Data from the Gemeral Electric Company lsboratories on a disc of

similar composition and febrication to that of the disc tested at the
University of Michigan are given in figure 8. The disc was wniform in

et et e, s mm e v e — - —_ - S T e Ay am i e = e e ———— —_ -
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hardness and had good tensile test duetility. The reported rupture
strengths at 1200° F were 45,000 and 31,000 psi for fracture in I00 and
1000 hours.

General Electric also reported that the good short-time room-
‘temperature propertlies were borne out in the overspeed tests which were
run on five disce. The bursting speeds were as follows:

) Increase in diameter after spinning at
Bursting speed 22,000 rpm

(rpm) (in. )
22,610 0.102
22,610 -033
23,000 ' .46
23,133 _ .05
23,250 ’035

These values on bursting were reported by Gemeral Electric to be somewhat
over the bursting speed which is normally obtalned from Timken alloy
hot-cold-worked discs. The values for increase in diameter, which were
obtained on inspection after spimming at 22,000 rpm, were high, but not
excessive.

The discs tested in.the programs at the University of Michigan and
the General Electric Company were made in the early development stages
of EME alloy. The Midvale Company has subsequently improved the forging
process and has submlitted the survey of room-temperature properties
shown in figure 9 as representative of better practice. This disc had
somevhat higher tensile strength and lower ductility on an average than
the discs previously discussed. The ductility, however, was considerably
better at the center soft spots than was the case in the earlier discs.
The yleld strengths reported for the Midvale disc are based on a higher
deformation than an offset of 0.02 percent and are thersfore not compa-
rable with Gemeral Electric Company values.

DISCUSSION OF RESULTS

The properties of the particular disc of EME alloy studied in this
investigation were apparently below the potential properties of the alloy

at 1200° F. This sppears- to be an exemple of the poor properties which
eny alloy would show when improperly treated. The disc was made during
the early stages of development of the alloy when sufficilent experience
had not been obtailned for a gulde in selecting the proper fabricating
conditions. Attention was probably focused on bhe problem of obtalning
sound forgings and not on developing the proper control necessary to
insure good properties at high temperatures.
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The Midvale data for bar stock Indicate that the rupture strengths
of properly treated EME glloy are- mich higher than those givem iIn this
report for discs. Experience in general with other alloys has indicated
that the good properties of bar stock can be developed in large forgings
when the forgings are properly fabricated. The information reported is
too meager to indicate directly the cause of the low strength of the disc

at 1200° F. The chemical composition is very close to the range preferred
for the alloy. The physical properties at room temperature are lower than
those reported for the bar stock and suggest that the hot-cold-work was
not as extensive as in the bar stock. Work on other alloys has In general
indicated that hot-working at too low temperatures mey interfere with the
precipitation reactions which control strength at high temperatures, but
the conditions reported do not indicate that this definitely was a con-
tributing cause in this case.

Experience in general indicates that variable strengths at high
temperatures may be expected from as-forged materiels unless considerable
care is exercised in controlling conditions. The higher physical
properties and rupture strengths of the similar disc tested by the General
Electric Company are evlidence of nonuniform production conditions. The
disc later produced by The Midvale Company by improved practice had out-
standing uniformity of physical properties. The increased strength and
ductility at the soft spots in the center were particularly outstanding
because low ductility at these points is a majJor source of trouble In
such forgings. Unfortunately rupture data were not avallable to determine
if the strength at high temperatures had also been improved.

The ductility of the discs in the rupture tests was low. This is
characteristic of most alloys tested in the form of large discs when they

are hot-cold-worked at 1200° to l350° F. The higher ductility of the bar

stock tested by Midvaele is characteristic of such materials when hot-cold-

worked from 1700° to 1350° or 1400° F, as was the case for the bar stock.

The properties of the EME discs at room temperature compare favorably
with those of large discs of several other alloys given in table VIII.
The rupture strength, however, was low. The disc tested by the General
Electric Company had better, but still low, rupture strength. It should
be recognized, however, that the other materials could have lower
strengths if the prior treatment is not properly controlled.

The variations in rupture time for specimens from various locations
in the disc suggest that the alloy may be somewhat semsitive to the
amount and direction of working of the metal. The observed variations in
physical properties and grain size are evidence of the presence of
nonuniform working of the metal. Probably the highest rupture strength
of the various specimens was assoclated with the larger grain size
observed. Experience with other alloys, however, indicates that temper-
stures and amount of working the metal are of more influence than grain
size. The variation in excess constituents could also have been a
contributing factor.
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CONCIUSIONS

From a study of the properties at room temperature and 1200° F of a
rotor disc of EME alloy and comparison of these propertles with data on
the alloy from other laboratories, the following conclusions were made:

1. When properly fabricated, contour-forged discs of EME alloy have
excellent strength and uniformity of properties at room temperature.

2. The properties of discs tested have been low at 1200° F probably
because the discs tested were made during the early stages of development
of the alloy with insufficient experience in production control to insure
good properties.

3. Until further data are obtained, the low properties at 1200° F
should be considered only as an example of what could happen to any
alloy during early development when insufficient information is available
for control of production conditions. Experdience in general indicates
that the good properties of bar stock can be reproduced guite well in

large forgings by proper choice of forging conditioms.

4. Sufficient metallurgical experience end deta were not available
to determine the exact cause of the low strength of the discs. The most
Pprobable explanation ls that the prescribed processing procedure was nob
attained during preparstion of the disc and adversely affected the
properties.

Universlty of Michigan
Arn Arbor, Mich., March 2k, 19kt
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SHORT -TIME TERSILE PROPERTIES OF INS0 OF EME ALIOY

Speoimen| SPe01men | Temper-| Tensile Offeet yoil strensti P | F1ongation| Redustton| prsne1y
;mmb Locatlon} avure |jawrengun T 1imit 10 = 1Xe oI area hardne
. (1) (°F) (p=1) |o.02 percent 0.1 percent|0.2 percent| (pei) (percent) |(percent) =
I CER { Reom | 112,500| 70,000 87,000 93,000 | 50,000 20.5 39.1 238
ox CRR Room | 112,500| 70,500 60,500 93,000 50,000 20 - 30.5 245
4z, SRR Room | 113,000f 75,500 1,000 95,500 | 52,500 2k 47.3 242
62 SER Room | 112,500 72,000 4500 o4,000 | 37,500 23 ug.ﬁ 2l
oY CTR Room | 112,500f 70,000 4500 92,000 | Ls,000| £2.5 45. £32
9z BIR | Room | 116,000 77,500 92,500 000 | 50,000{ 20.5 454.8 239
107-1 ORg Room | 20k ,5007 62,000 79,500 86,000 ! 30,000 7.5 11.8 226
10% ERO0 Room | 9%,000{ 60,000 76, 80,000 | 32,500 6.5 8.1 230
by CRR 1200 | 70,5300|  ~====-- 61,000 62,500 27,500 17 ]33.1; -—-
3z SHR 1200 | 69,185  —me-n- 61,500 64,000 30,000f 20.5 e -—-
ox STR 1200 | 68,7501  =-=-a- 500 61,000 | 22,5001 20.5 ° 42.3 -—
10Y-3 CRC 1200 | 62,875] weme-- 53,000 ;000 | 22,500 8.5 15.8 -——-
JURR center-plane redlsl specimen neer rim of disc. .:E:
onR ﬂ'll-.wva

E

CEEE

anwPoana _nlona walfal onandmwean naaw wim AP

ey Nule

oy i

center-plane tengentlal specimsn near rim of diso.
surface-plane tangential specimen neer rim of disc.
center-plane radiel specimen nsar center of disc.

surface-plane radial specimen nsar center of disc.

#ECT +ON NI VOVM



NACA TN No. 153k 13
TABLE IT
RUPTURE TEST CHARACTERISTICS AT 1200° F OF
DISC OF EME ALLOY
Speclimen Rupture | Elongation | Reduction Minimm
Specimen | yoation [ STTe88 | gime | in 1 in. | of area | creep rate
number (1) (psi) (br) (percent) | (percent) | (percent/hr)
Eh4 CRR 50,000 10 11 21.7 | eemmee-
hag CRR | k0,000 5h.5 7 9.5 | —mmmee-
Y CRR | 35,000 127 2.5 2.0 0.00465
h4 CRR | 30,000] 320 2.5 6.2 -00175
3Y CRR | 25,000 685 1 1.2 .00058
33X CRR 23,000 | 1547 2 2.3 .00045
4z SRR | 36,000 | 109.5 1 1.7 | meeeee-
oY CIR | 36,000| 221 2 3.0 | ceemee--
9x STR | 36,000 7 k.5 2.3 | ~emm-e-
6Y-C CRM | 36,000 429 16 21.2 | memeee-
loy-2 CRC 36,000 131 4 2.3 | cemee--
_—_—
: Rupture strength
Specimen Stress (psi) for rupture in -
location
(1) 10 hr 100 hr 1000 hr 2000 hr
CRR 50,000 36 , 000 24,500 22,000
Rupture ductility
Specimen Estimated elongation (percent) to rupture in -
location
(1) 10 hr 100 hr 1000 hr 2000 hr
CRR 11 3 2 2
lorr center-plane radial speclmen mnear rim of disc.
SRR surface-plame radial specimen near rim of disc.
CTR center-plane tangentlal specimen near rim of disc.
STR surface-plane tangential specilmen near rim of disc.
CRC center-~plane radial specimen near .center of disc.
CRM center-radlal speclimen midway between rim and center of disc.

- - e m———
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TABLE IIT

DATA ON STRESS AND TIME FOR TOTAL IEFORMATION AT 1200° F

FOR DISC OF EME ALLOY

4T

i e S e

Trangitlon to
Toitial Time (hr) for total third-atags creep
Bpecimen S‘?rese; deformation deformations of - :
numbex* pal
(peroent) 0.1 percent | 0.2 percent | 0.5 percent | 1 percent T(hig? D?;g:‘::z%?n
¥ | 17,500| 0.088 1.5 290 80010 SR [ -
]I 20,000 1099 - w alB& . --.-- - - -y -
¥ | 23,000 115 60 I50 1375 |1300{ 0.92
¥ | 25,000 125 50 252 ~—- | 6% .50
¥ 30,000 150 -—- 4o 228 315 210 A5
Y 35,000 .180 ——— a3 58 ———— 8o .60
e 40,000 +205 ——— -—- 34 by ——— ————
s timated. . HES,
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TABIE IV

ESTIMATED TIME-DEFORMATION STRENGTHES AT 1200° F

OF" DISC OF EME ALLOY

Total Stress (psl) to cause total deformation in ~
deformation
(percent) 1 hr 10 hr 100 hr 1000 ke 2000 hr
0.2 37,500 30,000 22,000 14,000 12,000
5 | =ie. | Tl 31,500 21,000 18,500
1.0 | eeemee | e 35,500 2k, 000 29,000
Trefeition |  =es=em | ;eeee- 3%,000 23,500 ) eeee-

#EGT ~ON M, VOVH
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TABIE V

CREEP TEST DATA AT 1200° ¥ FOR DISC OF EME ALIOY

Creep rate
Tnltial Total deformation (percent/hr) at -
Specimen. | ~Stress Duratlon | 4eformaticn (percent) at - (1)
mumber (psl) (br) (percent)
hx 17,500 1006 0.088 0.153 0.242 0.325 0.000180 | 0.000155
Y 20,000 1058 .099 169 250 .343 .000183 .000183
1Creep strength: Stress for oreep rate of 0.000L percent per hour = 16,000 ‘psi. W

HECGT *ON NI VOVN



TABLE VI

EFFECT OF OREEP TESTING AT 1200° F ON ROOM-TEMPERATURE

PHYSIOAL, PROPERTIES OF DISC OF EME ALIOY

Reeldusl room-tempereture propertles

Prior
Specimen|conditions ensile Ofiﬂe :rih Propor-|g) ongation|Reduotion|  T2Z0d
mumbex (pei) (pai tdonal | 43 9 4n, | of ares | lmpect |Vickers
Stress| Time limit (percent) |(percent) strengbh| hardness
(ve1) | (bx) 0.02 percent|0.1 percent|0.2 percent (psi) (ft-1b)| -
(a) (b) ([ (v) |112,625 4,000 88,750 93,875 | 47,500 21.8 43.8 | 14, 17 [ C2i1
5
IY  [20,000[2058| mmmmeve | mmmmen | emmmee f dmeeee [ emenes — - | 6,8 058
LX  |17,500| 1006|111, 750 €8, 000 79,000 84,000 |%0,000 21.0 36,8 | sommnn -

®pverage of teste on cemter- and surface-plens radisl specimen near rim of disc.

Poriginal condition.

COenter rim.

dcmter [

Qa
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TUELE VIL

PROPERTIES OF BAR EE0CK QF EME ALIOY REPOETED BY THE WIDVALE COMPANY

Ohexsioal composition
Hoat (peroent) Fabriostion Brinsll
maber o o 8. or w v b X .
30-porund, k-inoh-gguare ingots wers
k9 0.18 0.80 0.33 7.4 10.5%0 2.81 0.76 0.08 harmer oogeed to 1’E'-mn-s¢anre i1~ 237-248
1k8g Sk Lo 7 19.08 10.60 3.30 1.97 +16h lebs from S1%0° to 1% F. Billots eTL-eTy
rolled to s-dnﬂh roundns
1h8e 12 he s | 196 | 1216 | mew | ie 136 e h . 8555058
£100° ¥. Ths five final passes
M llh- 40 -"5 18-15 :L'LJI-R 3109 111’[- a156 whioh W a 20 redun- 267-@1
tion ware Trom 16m0° ¥ to 1320° ¥.
1486 13 Ja 48 19.65 19,13 3.07 1.7 018 Bars wors hoated to 1200° ¥, k howrw ehl-pno
and alr-ocoled.
Tengile properties Rupture properties =t 12007 ¥
(-]
- Boom ‘temparaimre 1200 ¥ Eubimetod
muber 0.02-peroent- 0.02 eat~ 1) in -
Tensile | opfeot yield Hoogatdon | Temslle m-:gtmmn | Emgation (ost) (percent) in -
B'ng h {peroent in 2 in. (percent in 2 in.)
(pei s(;u? L = (mii 100 b | 1000 br | 200 hr | 1000 I
79 | 185,000 86,500 5 8,500 76,200 15 49,800 | 39,000 10 5
m “”m ms.lom = %}m TBJJm J-h- 53;” m——— 16 10
k82 | 1ar,000 101,000 2 B, 500 79,000 18 w5,600 | 43,000 0 ]
48k | 139,000 100,000 £3 8%,000 79,000 a3 53,000 | 42,000 20 —-
186 | 185,000 85,000 - 78,000 75,000 18 52,000 | me——e— 20 -

L
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TARLE VEIX

COMEARATIVE FROFERTIES OF DISCS OF EME ALLOY AND DIBCS OF 19-GIL, CSA, TOW-OARBON W-135, MND TINKED AVIOYS

Aomroxisats - &n—t-muh::')lvllﬂll Ruptuve provertias xt 1800° ¥ for ~
dimenedons () Z i 100 ke 1000 ke
Alley Type Beab troatmact Bob=cold~ 0.02-peroeat-
dso Thidimass working | TO9118 | oreoct 114 | Elongabion | Arinedd
Mam|  (sn.) - l‘h-t?ﬁl k) | harénes Btm?ﬂz Rongakion Bh-agﬂl Elongatdon
(in.) in | Ganter m g’:g Oooling mnﬂ (pei w (peramt) " (ped. (porcent) | (pad {pezcont)
nE Comtoxr | 21 b!I [ (b) ) (v) 1e,ées Th,000 e 230-£%0 36,000 3 25,500 e
ot Sombowr | = | M| 6 ) ® {®) 8% 124, 550 85,52 2 WHATT | 33,000 2 5,000 -
nat Somtour | 2 Ml ¢ — --- - -— 127,873 —— 0.8 | —meem- —— - mm——
1951, e m o) | ® — | 3o%,m0 3,073 » me-8 | ¥0,000 o7 oo | 16
f19.g18, mtowr | o0 | 33| 5 zixo V.08 1270 115, 600 70,500 26 26853 | 7,000 3 38,500 1
f19.9m0 omtor | 20 | 3] 5 50 2 . 163 102,500 39,000 3k mo-z23 | 36,900 ] 2,000 i
Low-cxrbon Cas® | Goesso | o | 3} | % () ® () == | 207,00 0,300 ) 20030 | 35,%0 » 3,000 18
High-carben GAs4 | Thease 20 3%- 3 200 () QX ut:o 126,850 k7,800 £3 230-p93 37,000 s 91,50 13
11230
Hizh-carbon 0BAL | hosso o | %] s 2100 )] 40- 1:0 189,290 2,300 2 230-255 | X000 2 34,000 9
e | i
& e
' a
oo r
How-carbon F<155 | Oneans «n 3& E (b} ®) ) — 118,290 58,79 » sugs | =000 12 2,000 LT
g Gotour | 20 | 2| 5 (b} ®) {b} 1200 18,780 76,500 U 20-2681 | ks,%00 18 34,000 0
1300 .
P o Smtowr | B | F| 3 850 2 | W& 185 135,750 81,000 = S55-55 | 54,00 2 3%,000 3
owoct ot | Bfe [ F | ® || o | wm |wmen | m0 B |esesr | oo | w | oshoo |

#2a5h dloo ves given a.final gto lief treatment at 1200° ¥,
st -forged.
“Qenoral Elsotric Gowpany data.
St13vnle Comgony data.
%800 reformos 1.
Ttas vafarence &,
67.9., weber-quocohod.
Boas raferencs ©.
"Boerdbrunu'r.
drtus of salaticn treatmant nob mov
kA-U-,l:lr-coohd-
roferonos 3.
SHoe referecso ¥.
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NACA TN No. 153k
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Figure 1.- Location of test coupons in half section of disc of EME alloy.
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Figure 2.- Hardness survey on half section of disc of EME alloy. Brinell hardness; disc sectionsg 10

and 11,
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Figure 8.- Curves of stress against rupture time at 1200° F for discs of EME alloy.

Radial at rim (General Electri¢ Co. tests on similar disc)
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Figure 4.- Curves of stress ageinst time for total deformation at 1200° F for disc of EME alloy.
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Figure 5.- Curve of stress against creep rete at 1200° F for disc of EME alloy. All data at

stressea above 20,000 psi from rupture tests.
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(a) Radial section near rim of disc in Y- plane.

(b) Radial section near center of disc in Y-plane.

Figure 6.- Original microstructure of disc of EME alloy. Aqua regia in

glycerine eich.







NACA TN No. 153k o7

100X 1000X
(a) Creep specimen 1Y; 1058 hours under 20,000 psi.

.2\-‘

Yk 2 ¢ hoa
) (1‘). ."ﬁ .
ok \\rg.}" @

Y .v\ A\ T
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(b) Rupture specimen 3Y; 1547 hours for rupture under 23,000 psi.

Figure 7.- Microstructures of specimens from disc of EME alloy after
completion of creep and rupture tests at 1200° F. Aqua regia in

glycerine etch.
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Tausile propertiea at room temparature for owmter Tensile proparties of 0,606-inch tangential specimens Ruptore test data st 1200° F for redial specimens at rim
and radial 0.606-inch specimens
0.03-parocont- 1 Raduction A
0.02-parcent~ | i1y | miorestion | Radustion! | Bpect- l__'lla‘l;ﬁ oftact yleld | Temelle Mm e L-?_m of ares 8(:::): '1(1:.; Elongation in 1in,
Bpecl- | affestyleld | o ogth | tn8in of area || WM ) strength (pet) (percant) | (percemt) \percent)
streogth
M o S o ue Tmm | w [ uu| 2B & | &
1 ss,gms | 125000 | 24 wie |52 1200 s T | 4.6 4397 39,700 127.8 2
2 82,575 124000 | - 88 ses {333 1500 5,260 85,780 20.6 44.28 34)500 80,4 0
3 85,50 128,000 25,0 a8y |54 1800 83,000 84,500 19,5 60.57
4 B7 000 125000 a 45.78 T8 1200 58,260 78,000 14 44.28 100-hour ruptiure streagth: 45,000 pel
] 87,71% 184,000 a1 48.58 T4 Hoom 5,000 124 000 245 &@.28 3000 -tiour Fupture strengin: 81,000 psl
a 94,125 124,500 ] 27.83
q 82,500 118,500 8.5 35.09 Chemics] composition .
B 73,750 108,50 17 2.7 tperasnt }
9 79,125 118,000 19 30,81
10 81,000 124,000 % 4387 c|c=|m|m|w|cb|z¢3|p|5da|m|ro
11 80,250 190,500 % 4187 —
12 78,378 104,000 2 5113 General Kleotrio aralyais
13 78,98 112 000 18,5 20,83 T —T7 T —T T —T
14 nes | 116,00 8.5 23.13 0.13|10.45 | 10.88| 0.0 | 24,20 |o0.15 |0.0130.65|0.024]0.00 | BaL ‘
18 88,800 124,500 S4B 48,00 TW
18 84,780 130,500 85 44.85 Midvale analyals
17 85,136 154,500 2 44.85
18 saam | 4000 | 2 48.80 0,13 [10.16 [ 11.98] 0.08 5.7 ] 1.33] 0.001 ] 0.010] 0.68 0.016] 0.81| .
19 84,750 124000 | .22 48.00

"Regortsd at total oxldes.

Figure 8.- Tensile, rupture, and hardness data obtained by the General Electric Company on a forged
disc of EME alloy supplied by The Midvale Company. Heat number, HF 3-15113; hot-forged at
2075°-2100° F; hot-cold-worked at 1240° F; stress relief for 4 hours at 1200° F,
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disc of EME alloy made by an improved forging procedure, Heat number, HF3-15113.
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